
透明難燃ポリカーボネート	 

非ハロ・非リン系�

透明難燃グレード�

APEX™-FR�
UL-94規格  V-0(2.5mm)  V-2(1.5mm)�

温度インデックス(電気的/衝撃/非衝撃)  RTI  80℃�

透明難燃ポリカーボネート「APEX™-FR」は、UL-94  V-0  &  V-2を�

取得した透明かつ環境にやさしい非ハロ・非リン系難燃グレードです。�

透明� 環境配慮�
小ロット�
対応�

まずはご連絡ください�

〒333-0817  埼玉県川口市戸塚南1-3-14�

048-294-3177�

http://www.apex-ecofuture.com/�

TEL�

住所�

URL�

お問い合わせ：株式会社エーペックスジャパン	

非ハロ・非リン系難燃グレード	  

UL	  file#:	  E227446	



Transparent	 Flame	 Retardant	 Polycarbonate	 

Halogen  &  Phosphorus  Free�

Transparent  Flame  Retardant  
Polycarbonate�
APEX™-FR            �

UL-94  V-0/2.5mm(1/10”)  V-2/1.5mm(1/16”)�
Relative  Thermal  Index(RTI  )  Elec  Imp  Str  80℃(176℉)�

APEX™-FR  Polycarbonate  (PC)  resin  is  non-filled,  extrusion  or  

injection  moldable  grades  that  has  UL-94  V-0  and  V-2  ratings.�

Transparent� Eco-friendly�
From  small  
to  big  order�

Please  contact  with  us  :�

1-3-14  Tozuka-Minami,  Kawaguchi,  Saitama  3330817  Japan�

+81-(0)48-294-3177�

    http://www.apex-ecofuture.com/�

TEL�

Address�

URL�

Halogen	  &	  Phosphorus	  Free	  
that	  meets	  global	  	  

Environmental	  regula@ons	  
	  

UL	  file#:	  E227446	

Contact:  APEX  JAPAN  CO,.LTD.	


